


STRIP LIGHT

FEATURES: CONSTRUCTION:

« Extremely durable with 5 years warranty

* Lumens/wattage =>130, DLC

» Extremely easy for installation and maintenance

* Modular replaceability of LED components

» Single CCT or Switchable multi CCT version available

*0-10V dimming standard

* CRI>80 optional 93 CTI

» Universal voltage 120-277V

* L70 lumen maintenance of 100,000 hours

» Operating temperature: -4°F to 104°F (with EM operating temp.
5°F to 100°F)

» Suitable for Dry and Damp Locations

» Optional motion sensor and Emergency Battery Packs available
» Fixture may be surface, pendant, or stem mounted

* Wide range accessories are available and sold separately

Size (In) Size(mm) Lumens CCT (000) Diffuser Dimmable Emergency Battery Pack#1 | Motion Sensor #2

21753-DRNUSC40-WH | 48x4.7x3.5" | 1220x120x 89 mm | 40/60/80 | 5200/7800/10400 | 3/4/5 Switchable/single CCT 80 0or 90 120 -277V ; 0-10V dimming | Optional, 400/800Lm, 1.5H | Optional Microwave

21752-DRNUSC20-WH | 24 x4.7x3.5" 610 x 120 x 89 mm 2600/5200 3/4/5 Switchable/single CCT 80 0r90 120- 277V i 0-10V dimming | Optional, 400/800Lm, 1.5H | Optional Microwave
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Photometrics

30 s W 45 50 53

BUD Rating: B1-U3-G2 Area 45' 55'  Mounting Height 9'

Optional Accessories(Applied to all Linear Fixtures)

Protection Frame, #PF1 Reflector, #RF1 Hanger, #CLH5 Plug #CP3

Optional Microwave Sensor Microwave Sensor

.2mm
HiGSmm 4”7
jo0og oo
Model #: PCMO01 : Sensor
Input: AC 120V or 240v, 50/60Hz 3

Output:AC 120V or 240v, 50/60Hz

DetectionRange DetectionArea DetectionAngle DaylightSensor HoldTime

Current:3A :
Microwave 10%/50%/75%/100% 2/10/50 lux/Disable 55/90s/5min/15min

#Operating Temperature: -220F -1040F
##0rdering example: 21753-DRNUSC40-WH-E10-PCMO01: 48" Strip light 80 CRI, 40W, Switchable CCT 3/4/5000K, with Emergency Battery Pack, and Microwave sensor




WRAP LIGHT

FEATURES: CONSTRUCTION:

» Extremely durable with 5 years warranty

* Lumens/wattage =>130, DLC

» Extremely easy for installation and maintenance

* Modular replaceability of LED components

» Single CCT or Switchable multi CCT version available
* 0-10V dimming standard

» CRI>80 optional 93 CTI

* Universal voltage 120-277V

*L70 lumen maintenance of 100,000 hours

* Operating temperature: -4°F to 104°F (with EM
operating temp. 5°F to 100°F)

» Suitable for Dry and Damp Locations

» Optional motion sensor and Emergency Battery Packs
available

 Fixture may be surface, pendant, or stem mounted

» Wide range accessories are available and sold
separately

Model # Size (In) Size(mm) Lumens CCT (000) Diffuser Dimmable Emergency Battery Pack#1 | Motion Sensor #2

21755-DRNUSC40-WH | 48x7x2.5" 1220x 178 x 64 mm | 40/60/80 | 5200/7800/10400 | 3/4/5 Switchable/single CCT 80 or 90 120-277V : 0O-10V dimming | Optional, 400/800Lm, 1.5H | Optional Microwave

21754-DRNUSC20-WH | 24x7x2.5" 610x 178 x 64 mm 2600/5200 3/4/5 Switchable/single CCT 80 or 90 120- 277V ; 0O-10V dimming | Optional, 400/800Lm, 1.5H | Optional Microwave
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STRIP LIGHT

Size (In) Size(mm) Lumens CCT (000) Diffuser Dimmable Emergency Battery Pack #1 Motion Sensor #2

21759-DRNUSC40-WH | 48x3.3x3.6" 1220 x 84 x 92 mm 5200/7800 3/4/5 Switchable/single CCT 80 or 90 120-277V i O-10V dimming Optional, 400/800Lm, 1.5H Optional Microwave

21758-DRNUSC20-WH | 24 x3.3x3.6" 610 x 84x 92 mm 20/40 2600/5200 3/4/5 Switchable/single CCT 80 or 90 120- 277V i 0O-10V dimming | Optional, 400/800Lm, 1.5H Optional Microwave

http://www.tlight.cc/down11/tLight_Strip_ Light_Series.pdf




FEATURES: CONSTRUCTION:

» Extremely durable with 5 years warranty

* Lumens/wattage =>130, DLC

» Extremely easy for installation and maintenance

» Modular replaceability of LED components

« Single CCT or Switchable multi CCT version available

« 0-10V dimming standard

* CRI>80 optional 93 CTI

» Universal voltage 120-277V

* L70 lumen maintenance of 100,000 hours

* Operating temperature: -4°F to 104°F (with EM operating temp. 5°F to 100°F)
« Suitable for Dry and Damp Locations

» Optional motion sensor and Emergency Battery Packs available
» Fixture may be surface, pendant, or stem mounted

» Wide range accessories are available and sold separately




STRIP LIGHT

FEATURES: CONSTRUCTION:

» Extremely durable with 5 years warranty

* Lumens/wattage =>130, DLC

* Extremely easy for installation and maintenance

* Modular replaceability of LED components

» Single CCT or Switchable multi CCT version available
*0-10V dimming standard« CRI>80 optional 93 CTI

* Universal voltage 120-277V

* L70 lumen maintenance of 100,000 hours

* Operating temperature: -4°F to 104°F (with EM
operating temp. 5°F to 100°F)

» Suitable for Dry and Damp Locations

» Optional motion sensor and Emergency Battery Packs
available

« Fixture may be surface, pendant, or stem mounted

» Wide range accessories are available and sold
separately

Size (In) Size(mm) Lumens CCT (000) Diffuser Dimmable Emergency Battery Pack #1 Motion Sensor #2

21761-DRNUSC40-WH | 48 x2.35%x2.43" | 1220 x 60 x 62 mm 5200/7800 3/4/5 Switchable/single CCT 80 or 90 120 -277V 3 O-10V dimming Optional, 400/800Lm, 1.5H Optional Microwave

21760-DRNUSC20-WH | 24 x2.35x2.43" | 610x60x62mm 2600/3900 3/4/5 Switchable/single CCT 80 or 90 120- 277V i O-10V dimming Optional, 400/800Lm, 1.5H Optional Microwave
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VAPOR LIGHT

FEATURES: CONSTRUCTION:

» Extremely durable with 5 years warranty

» 2 and 4 feet size available

- IP65

* Lumens/wattage =>130, DLC

* Extremely easy for installation and maintenance

* Modular replaceability of LED components

» Single CCT or Switchable multi CCT version available
* 0-10V dimming standard

* CRI>80 optional 93 CTI

* Universal voltage 120-277V

« L70 lumen maintenance of 100,000 hours

» Operating temperature: -4°F to 104°F (with EM
operating temp. 5°F to 100°F)

» Suitable for Wet and Damp Locations

» Optional motion sensor and Emergency Battery Packs
available

» Fixture may be surface, pendant, or stem mounted

- Wide range accessories are available and sold
separately

Size (In) Size(mm) Lumens CCT (000) Diffuser Dimmable Emergency Battery Pack #1 Motion Sensor #2

21763-DRNUSC40-WH | 48.8x5x3.46" | 1220 x 127 x 88 mm 5200/7800 3/4/5 Switchable/single CCT 80 or 90 120-277V i 0O-10V dimming Optional, 400/800Lm, 1.5H Optional Microwave

21762-DRNUSC20-WH | 24.8x5x3.46" | 610x 127 x 88 mm 2600/3900 3/4/5 Switchable/single CCT 80 or 90 120- 277V 3 0-10V dimming Optional, 400/800Lm, 1.5H Optional Microwave
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IP68 TUBE LIGHT

88901U
FEATURES: CONSTRUCTION:

» Extremely durable with 5 years warranty

» 2 and 4 feet size available, custom made size
available

- P68

* Lumens/wattage =>130, DLC

» Extremely easy for installation and maintenance

* Modular replaceability of LED components

« Single CCT or Switchable multi CCT version available
* 0-10V dimming standard

* CRI>80 optional 93 CTI

» Universal voltage 120-277V

* L70 lumen maintenance of 100,000 hours

* Operating temperature: -4°F to 104°F (with EM
operating temp. 5°F to 100°F)

« Suitable for Wet and Damp Locations

» Optional motion sensor and Emergency Battery Packs
available

 Fixture may be surface, pendant, or stem mounted

« Wide range accessories are available and sold
separately

* White and Transparent PC Tube version available

Model # Size (In) Size(mm) Lumens CCT (000) Diffuser Dimmable Emergency Battery Pack #1 Motion Sensor #2

21765-DRNUSC40-WH 48.8x2.36" 1220 x 60 mm 3/4/5 Switchable/single CCT 80 or 90 120 -277V i 0-10V dimming Optional, 400/800Lm, 1.5H Optional Microwave

21764-DRNUSC20-WH 24.8x2.36" 610 x 60 mm 3/4/5 Switchable/single CCT 80 0or 90 120- 277V g O-10V dimming Optional, 400/800Lm, 1.5H Optional Microwave
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IP68 TUBE LIGHT
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